
4 X 39W OR 70W PAR 30, METAL HALIDE,
MEDIUM BASE (SEE LAMPING OPTIONS)

MULTIPLE LARGE
FOUR

MULTIPLE LARGE
FOUR

PROJECT NAME: 

LAMPING:

BOTTOM VIEW

BLACK OXIDE
METAL HOUSING

CEILING
(MAX. THICKNESS 1-1/8")

SECTION VIEW

CONNECTION DUCT

MEDIUM BASE
W/ SOCKET COVER

18" BX CABLEUNIVERSAL ELECTRONIC
BALLAST (120V-277V)
FOR (1) 39W OR 70W

METAL HALIDE (X4,TYP.)
CONNECTION BOX
(SIZE: 3" X 1-7/8" X 1-1/2")

6-5/16"

9-1/4"

ACCESSORIES

8211 - CROSS BAFFLE

8212 - GLASS LENS 
00 - FROSTED
05 - RED
06 - YELLOW    

09 - BLUE
24 - CLEAR

5-3/4"

ANCHOR KEY
(X2, TYP.)

PLASTER FRAME

METAL FRAME WITH
PAINTED FINISH

ADJUSTABLE DIE CAST
ALUM. LAMP HOLDER

W/ PAINTED FINISH

26-5/8"
25-1/8"

7-1/4"

4 X 39W OR 70W
METAL HALIDE

(NOT INCLUDED)
(SEE LAMPING

OPTIONS)

CUT-OUT DIMENSIONS

FINISHLAMPING

LAMPING

MH35 - 4 X 39W PAR 30 METAL HALIDE

MH70 - 4 X 70W PAR 30 METAL HALIDE

30°

30°
30°

30°

TILT ANGLE

5455 de Gaspé
suite 100, Montréal (Québec)
Canada H2T 3B3
P.: 514.523.1339   F.: 514.525.6107

LAST UPDATE: MAY 27, 2010

METAL FINISH

01 - WHITE 10 - GREY

APR - R0

SPECIFICATION SHEET

TYPE: QTY:

The MULTIPLE downlights are suitable in all projects where 
directional lighting is desired. These fixtures are installed 
easily, relamping is simple and does not require tools. 

#8240L-MH       -UNV-

PLASTER FRAME
DIM.: 30-1/4" X 9-1/2"
W/ CUT-OUT SLOT
DIM.: 25-3/4" X 6-1/2"

ANCHOR KEYS
(X2, TYP.)

CUT-OUT IN CEILING 
DIM.: 25-3/4" X 6-1/2"

8"
7"
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