
A- PLACE PLASTIC ANCHOR SCREWS IN THE CEILING AT THE REQUIRED DISTANCE (REFER TO LAYOUTS AND TABLE BELOW).
B- IF NECESSARY, UNSNAP THE COVER PLATES TO HAVE ACCESS AT THE MOUNTING SCREWS. 

DETAIL 1
ASSEMBLY WITH 
SINGLE GANG BOX

TYPICAL
ISOMETRIC VIEW

DETAIL 1
ASSEMBLY WITH
JUNCTION BOX

ANCHOR
SCREWA

FIXTURE
HOUSING

8-32 MOUNTING
SCREW

COVER PLATES B

DETAIL 2
CANOPY 

DETAIL 1

MODEL: 3654/3664 SURFACE FULL CANOPY INTEGRAL 120-277V

ANCHORING DISTANCES LAYOUT FOR ASYMMETRIC

IMPORTANT - READ CAREFULLY BEFORE INSTALLING FIXTURE. RETAIN THESE INSTRUCTIONS FOR FUTURE REFERENCE. 
THIS PRODUCT MUST BE INSTALLED IN ACCORDANCE WITH THE NATIONAL ELECTRICAL CODE AND ALL APPLICABLE LOCAL CODES, BY A PERSON FAMILIAR WITH THE 
CONSTRUCTION AND OPERATION OF THE PRODUCT, AND THE HAZARDS INVOLVED. PROPER GROUNDING IS REQUIRED FOR SAFETY.

ASYMMETRIC

CONFIGURATION:

SYMMETRIC

4 5/8"
(116mm)

Actual length

HIGH PROFILE (3654)

3 1/2"
(89mm)

Actual length

Anchor Distance

COMPACT PROFILE (3664)

Anchor Distance

Anchor Distance
Anchor Distance

SIDE VIEW SIDE VIEW

TOP VIEW TOP VIEW

LINEAR LASER BLADE SINGLE
MODEL : 3654/3664 SURFACE FULL CANOPY WITH JUNCTION BOX & SINGLE GANG BOX
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C
ROUND

CROSSBAR

8-32 SCREW
ROUND HEAD

C- PASS CABLES THROUGH CANOPY AND ROUND CROSSBAR. MAKE ALL NECESSARY ELECTRICAL CONNECTIONS IN THE JUNCTION
     BOX OR SINGLE GANG BOX (REFER TO WIRES LEGEND ON PAGE 5).

D1- WITH JUNCTION BOX : PLACE THE ROUND CROSSBAR ON THE JUNCTION BOX, TURN IT TO THE DESIRED ORIENTATION AND FASTEN
       USING 8-32 SCREWS, PASS 6-32 SCREWS THROUGH EXTRUSION AND TIGHTEN THEM TO INTALL FIXTURE TO THE 6-32 HOLES 
       ON THE ROUND CROSSBAR.

D2- WITH SINGLE GANG BOX : PASS 6-32 SCREWS THROUGH EXTRUSION AND TIGHTEN THEM TO INTALL THE FIXTURE TO SINGLE GANG
       BOX.

E- SCREW THE EXTRUSION IN THE CEILING ANCHORS USING A PHILIPS HEAD SCREWDRIVER.

DETAIL 1 - CANOPY INSTALLATION AND ELECTRICAL CONNECTIONS FOR ASYMMETRIC

ANCHORING DISTANCES LAYOUT FOR ASYMMETRIC (CONTINUOUS)

CONFIGURATION
3664 - LOW PROFILE

ACTUAL LENGTH ANCHOR DISTANCE

23⅝'' (601mm)

18⅜'' (468mm) 12⅜'' (313mm)
17¾'' (452mm)

ASYMMETRIC-LB05
ASYMMETRIC-LB10
ASYMMETRIC-LB15

13¼'' (336mm) 7⅛'' (181mm)

3654 - HIGH PROFILE
ACTUAL LENGTH ANCHOR DISTANCE

23⅝'' (601mm) 17¾'' (452mm)

18⅜'' (468mm) 12⅜'' (313mm)
13¼'' (336mm) 7⅛'' (181mm)

JUNCTION BOX
(BY OTHERS)

B
G W

WIRES
(SEE WIRES LEGEND
ON PAGE 5)

E

D2- WITH SINGLE GANG BOX :D1- WITH JUNCTION BOX : 

ASSEMBLY WITH 
SINGLE GANG BOX

SAME INSTALLATION BUT WITHOUT A
CROSSBAR

ANCHOR
SCREW

6-32 MOUNTING
SCREW (2x)

8-32 MOUNTING
SCREW (2x)TYPICAL

ISOMETRIC VIEW

LINEAR LASER BLADE SINGLE
MODEL : 3654/3664 SURFACE FULL CANOPY WITH JUNCTION BOX & SINGLE GANG BOX
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SYMMETRIC-LB5

CONFIGURATION

SYMMETRIC-LB10
SYMMETRIC-LB15

3664 - LOW PROFILE
ACTUAL LENGTH ANCHOR DISTANCE

20¾'' (526mm)
26'' (659mm)

31⅛'' (791mm)

18'' (457mm)
23'' (584mm)
28'' (711mm)

3654 - HIGH PROFILE
ACTUAL LENGTH ANCHOR DISTANCE

*ATTENTION
FOR THE MOUNTING OF THE LINEAR
LASER BLADE SYMMETRIC HIGH PROFILE,
SEE PAGE 4

ANCHORING DISTANCES LAYOUT FOR SYMMETRIC

3 1/2"
(89mm) Anchor Distance

Actual length

COMPACT PROFILE (3664)

C- PASS CABLES THROUGH CANOPY AND ROUND CROSSBAR. MAKE ALL NECESSARY ELECTRICAL CONNECTIONS IN THE JUNCTION
     BOX OR SINGLE GANG BOX (REFER TO WIRES LEGEND ON PAGE 5).

D1- WITH JUNCTION BOX : PLACE THE ROUND CROSSBAR ON THE JUNCTION BOX, TURN IT TO THE DESIRED ORIENTATION AND FASTEN
       USING 8-32 SCREWS, PASS 6-32 SCREWS THROUGH EXTRUSION AND TIGHTEN THEM TO INTALL FIXTURE TO THE 6-32 HOLES 
       ON THE ROUND CROSSBAR.

D2- WITH SINGLE GANG BOX : PASS 6-32 SCREWS THROUGH EXTRUSION AND TIGHTEN THEM TO INTALL THE FIXTURE TO SINGLE GANG
       BOX.

E- SCREW THE EXTRUSION IN THE CEILING ANCHORS USING A PHILIPS HEAD SCREWDRIVER.

DETAIL 1 - CANOPY INSTALLATION AND ELECTRICAL CONNECTIONS FOR SYMMETRIC

C
CROSSBAR

8-32 SCREW
ROUND HEAD

ANCHOR
SCREW

JUNCTION BOX
(BY OTHERS)

6-32 MOUNTING
SCREW (2x)

8-32 MOUNTING
SCREW (2x)

B
G W

WIRES
(SEE WIRES LEGEND
ON PAGE 5)

E

D1- WITH SINGLE GANG BOX : D1- WITH JUNCTION BOX :

ASSEMBLY WITH 
SINGLE GANG BOX

SAME INSTALLATION BUT WITHOUT A
CROSSBAR

SEE PAGE 5

TYPICAL
ISOMETRIC VIEW

LINEAR LASER BLADE SINGLE
MODEL : 3654/3664 SURFACE FULL CANOPY WITH JUNCTION BOX & SINGLE GANG BOX
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A- PLACE PLASTIC ANCHOR SCREW IN THE CEILING AT THE REQUIRED DISTANCE (REFER TO ANCHOR DISTANCE).

B- UNSNAP THE COVER PLATES TO HAVE ACCESS AT THE SCREWS.

C- PASS CABLES THROUGH CANOPY AND ROUND CROSSBAR. MAKE ALL NECESSARY ELECTRICAL CONNECTIONS IN THE JUNCTION
     BOX OR SINGLE GANG BOX (REFER TO WIRES LEGEND ON PAGE 5)

D1- WITH JUNCTION BOX : PLACE THE ROUND CROSSBAR ON THE JUNCTION BOX, TURN IT TO THE DESIRED ORIENTATION AND FASTEN
       USING 8-32 - 1/2" SCREWS, PASS 6-32 - 1/2" SCREWS THROUGH CANOPY WITH BRACKET AND TIGHTEN THEM TO INTALL IT TO
       THE 6-32 HOLES ON THE ROUND CROSSBAR.

D2- WITH SINGLE GANG BOX : PASS 6-32 SCREWS THROUGH CANOPY WITH BRACKET & TIGHTEN THEM TO INTALL IT TO SINGLE GANG BOX.
  
E- SCREW THE CANOPY WITH BRACKET IN THE CEILING ANCHOR USING A PHILIPS HEAD SCREWDRIVER.

F- PASS 8-32 - 5/8" SCREWS THROUGH EXTRUSION AND TIGHTEN THEM TO INTALL THE FIXTURE ON THE CANOPY WITH BRACKET.
G- REPLACE COVER PLATES.

MOUNTING INSTALLATION FOR SYMMETRIC HIGH PROFILE

CROSSBAR

6-32 - 1/2”
 CANOPY

MOUNTING
SCREW (2X)

8-32 - 1/2"
SCREW

JUNCTION BOX
(BY OTHERS)

8-32 - 5/8"
MOUNTING
SCREW (2x)

CANOPY WITH
BRACKET

MOUNTING SCREW
8-32 SCREW (1x)

B

G
W

WIRES
(SEE WIRES LEGEND
ON PAGE 5)

F

SIDE VIEW

CANOPY TOP VIEW21 ¾"
(551mm)

14 ⅛"
(359mm) 14 ⅛"

(359mm)

E

A

C

D2- WITH SINGLE GANG BOX :D1- WITH JUNCTION BOX : 

ASSEMBLY WITH 
SINGLE GANG BOX

SAME INSTALLATION BUT WITHOUT A
CROSSBAR

ANCHOR
SCREW

 HIGH PROFILE (3664)

4 5/8"
(116mm)

ANCHOR DISTANCES LAYOUT FOR SYMMETRIC HIGH PROFILE

TYPICAL
ISOMETRIC VIEW

LINEAR LASER BLADE SINGLE
MODEL : 3654/3664 SURFACE FULL CANOPY WITH JUNCTION BOX & SINGLE GANG BOX
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LAMPING (IN CASE OF NECESSARY) 
F- MAKE NECESSARY CONNECTIONS INSIDE THE FIXTURE USING INCLUDED QUICK CONNECTORS. ALIGN LASER BLADE 
     WITH ALUMINIUM EXTRUSION AND SLIDE ONE SIDE BY APPLYING A LIGHT PRESSION TO MAKE THE OTHER SIDE 
     CLICK IN PLACE.

COVER PLATE (IN CASE OF NECESSARY)
G- REPLACE COVER PLATES . REVERSE STEP B.

F

G

ELECTRICAL CONNECTIONS 

FIXTURE
HOUSING

COVER PLATES

CANOPY 

DETAIL 2 - LAMPING AND COVER PLATE INSTALLATION

QUICK
CONNECTORS

WIRES LEGEND
COLOR DESTINATION

Ground
Neutral

Live

Green (G)
White (W)
Black (B)

DIM-Gray (GR) Pink(PI)
Purple (P) DIM+

DIMPurple (P)

DIMPurple (P)

Use for Dimming
0-10V (D10)

Use for Dimming
BUS SUPPLY (D2B)

Use for Dimming
TRIAC/ELV (D3/LTE)

WIRING DIAGRAM

cables from �xture

AC input
line

DIMMING
LTE  &  D3

G
W
B

cables from �xture

Dimming
line

AC input
line

DIMMING
0-10V

G
W
B

GR
P

cables from �xture

Dimming
line

AC input
line

DIMMING
BUS Supply

G
W
B P

P

TYPICAL
ISOMETRIC VIEW

LINEAR LASER BLADE SINGLE
MODEL : 3654/3664 SURFACE FULL CANOPY WITH JUNCTION BOX & SINGLE GANG BOX
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