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Project name:

Type:
General information
Luminaire characteristics: ¥ 1
Power input: 35W 67" | 12%4"
Lumens: TBC (154mm) | (310mm)
Luminaire efficacy: TBC i
Source: White LED 3000K or 4000K

Lumen maintenance: >70% of initial lumens at 50 000 hours (L70)
LM-80 (LED)/ LM-79 tested.

Optics: 30° beam angle with super-pure aluminum reflector
adjustable +20°, up and down.

Body: Diecast aluminum body, machined aluminum mounting
plate and stainless steel screws and clear toughened glass.

Electrical: High efficiency electronic driver, rated at 50 000 H.
120-277V.

Mounting: Install on a standard 4" Jbox.

Finish: Aluminum gray or Anthracite gray.

Weight: TBC

Warranty: 5 years limited warranty.

Certification: cULus listed.

Ratings: IP65, IKO8
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ORDERING INFO RESET
- UNV - ACCESSORIES (10 BE ORDERED SEPARATELY)
MODEL VOLTAGE | FINISH _
O S.3911 - Wide beam lens
O S.3912 - Ellipsoidal beam lens
MODEL VOLTAGE FINISH
(O $.3952 - 4000K @ UNV -120-277v | () 14 - Aluminum gray
(O $.3952W - 3000K O 24 - Anthracite gray
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